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Orientation Drawing
* Height Orientation  Feature Description
10'-6" — 4§ — 180° BAB - banner arm mounting provision.
10'-6" i o° BAB - banner arm mounting provision.
90° FG-S - duplex GFCI receptacle with weatherproof cover.
1-10-1/2" — 4~ — 90° FG-S - box less electric with weatherproof cover.
1-2-3/4" — 4 — 90° FG-S - duplex GFCI receptacle with weatherproof cover.
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Orientation Drawing

Feature Description

BAB- banner arm mounting provision.

BAB 30H4 - bolt on 1" x 30" banner arm with half sphere finial.
FG-S - duplex GFCl receptacle with weatherproof cover.

BAC19 BACDS5-1/2 27H4 BBA(.72)- clamp on 1" x 27" banner
arm with half sphere finial and breakaway coupling.

FG-8 - box less electric with weatherproof cover.

FG-8 - duplex GFCl receptacle with weatherproof cover.
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Orientation Drawing
* Height Orientation  Feature Description
10'-6" — —4- — 0°M180° BAB 30H4 - bolt on 1" x 30" banner arm with half sphere finial.
ap° FG-S - duplex GFCI receptacle with weatherproof cover.
7'-6" — 4 — 0°M180° BAC28 BACDS5-1/2 27H4 BBA- clamp on 1" x 27" banner
arm with half sphere finial and breakaway coupling.
1-10-1/2" —- - — 90° FG-S - box less electric with weatherproof cover.
1'-2-3/4" — - — 90° FG-S - duplex GFCI receptacle with weatherproof cover.
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Orientation Drawing
* Height Orientation = Feature Description
8-0" — - — 180° BAB - banner arm mounting provision.
8-0" — 4 — 0° BAB - banner arm mounting provision.
90° FG-S - duplex GFCI receptacle with weatherproof cover.
1-10-1/2" — § — 90° FG-S - box less electric with weatherproof cover.
1-2-3/4" — —- — 90° FG-S - duplex GFCI receptacle with weatherproof cover.
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Orientation Drawing

* Height Orientation  Feature Description

8'-0" — —4- — 180° BAB- banner arm mounting provision.

g-0" = - — ° BAB 30H4 - bolt on 1" x 30" banner arm with half sphere finial.
90° FG-8 - duplex GFCI receptacle with weatherproof cover,

50" — 4 —0° BAC19 BACDS5-1/2 27H4 BBA(.72)- clamp on 1" x 27" banner

arm with half sphere finial and breakaway coupling.

1'-10-1/2" — 4§ — 90° FG-S - box less electric with weatherproof cover.

1'-2-3/4" - 90° FG-S - duplex GFCI receptacle with weatherproof cover.
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Orientation Drawing

* Height Orientation  Feature Description

8-Q" — — — 0°/180° BAB 30H4 - bolt on 1" x 30" banner arm with half sphere finial.
90° FG-S - duplex GFCI receptacle with weatherproof cover.

5-0" - - — 0°/180° BAC28 BACDS5-1/2 27H4 BBA- clamp on 1" x 27" banner

arm with half sphere finial and breakaway coupling.

1-10-1/2" — - — 90° FG-S - box less electric with weatherproof cover.
1-2-3/4" — - — 90° FG-S - duplex GFClI receptacle with weatherproof cover.
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